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SENERALNOTES

10.

SPECIFICATIONS GOVERNING THIS PROJECT SHALL BE THE RIDOT "STANDARD SPECIFICATIONS FOR ROAD
AND BRIDGE CONSTRUCTION" (AMENDED AUGUST 2013, INCLUDING ALL REVISIONS, ADDENDA AND
SUPPLEMENTAL SPECIFICATIONS; AND THE "RHODE ISLAND STANDARD DETAILS" (1998, INCLUDING ALL
REVISIONS. ALL PROJECT SITE IMPROVEMENTS SHALL CONFORM TO THE APPLICABLE STANDARDS SET
FORTH IN THESE DOCUMENTS (AND THE SUB-REFERENCES INCORPORATED THEREIN) UNLESS OTHERWISE
INDICATED IN THE CONTRACT DOCUMENTS.

THE PROJECT LIMITS OF CLEARING AND SURFACE DISTURBANCE MUST BE STRICTLY ADHERED TO IN ALL
AREAS. IN ADDITION TO THOSE AREAS SPECIFICALLY DESIGNATED ON THE PLANS, THE CONTRACTOR WILL
BE RESPONSIBLE FOR RESTORING (THROUGH PROVISION AND PLACEMENT OF LOAM AND SEED) ANY
UNPAVED AREAS OUTSIDE OF THE PROJECT LIMITS OF DISTURBANCE IMPACTED BY CONSTRUCTION
OPERATIONS. ANY REQUIRED RESTORATION OUTSIDE THE PROJECT LIMITS OF DISTURBANCE SHALL BE
COMPLETED TO THE SATISFACTION OF THE ENGINEER AND AT THE CONTRACTOR'S EXPENSE.

ANY DAMAGE CAUSED BY THE CONTRACTOR TO EXISTING CURBING, SIDEWALKS, PAVEMENTS, FENCES, OR

OTHER SITE FEATURES TO REMAIN IN PLACE SHALL BE REPAIRED OR REPLACED BY THE CONTRACTOR AT
NO ADDITIONAL COST TO THE OWNER.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE DISPOSAL OF ALL EXCESS EXCAVATED PAVEMENTS,
CURBING, SIDEWALKS, CURB STOPS, AND OTHER CONSTRUCTION WASTE IN ACCORDANCE WITH ALL
APPLICABLE LOCAL, STATE AND FEDERAL LAWS AND REGULATIONS.

THE CONTRACTOR SHALL MAINTAIN ALL EXCAVATION IN A DRY CONDITION. NO SEPARATE PAYMENT OR
ALLOWANCE SHALL BE MADE FOR DEWATERING.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR REMOVING SEDIMENTS FROM DEWATERING OPERATION
DISCHARGES THROUGH THE USE OF STILLING BASINS, FILTER FABRIC DEVICES, AND/OR OTHER SUITABLE
MEANS AS APPROVED BY THE ENGINEER.

FILL REQUIRED FOR EMBANKMENTS SHALL CONFORM TO THE REQUIREMENTS FOR COMMON BORROW SET

FORTH IN SECTION M.01.01 OF THE RIDOT STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE
CONSTRUCTION, LATEST EDITION.

THE CONTRACTOR SHALL PROVIDE CONTINUOUS DUST CONTROL (USING WATER AND/OR CALCIUM
CHLORIDE OR OTHER APPROVED METHODS) FOR ALL EARTH STOCKPILES, EARTH PILED ALONG
EXCAVATIONS AND SURFACES OF BACK FILLED TRENCHES. IN ACCORDANCE WITH THE RIDOT STANDARD
SPECIFICATIONS AND AS DIRECTED BY THE ENGINEER.

THE CONTRACTOR SHALL PROVIDE ALL REQUIRED NOTICES AND COMPLY WITH ALL PERMITS, LAWS,
ORDINANCES, RULES AND REGULATIONS BEARING ON THE CONDUCT OF THE WORK AS DRAWN AND
SPECIFIED IN THE CONTRACT DOCUMENTS.

EXISTING UTILITIES HAVE BEEN PLOTTED FROM BEST AVAILABLE DATA AND ARE APPROXIMATE ONLY. IN
ACCORDANCE WITH CURRENT STATE “DIG SAFE" LAWS AND RULES, THE CONTRACTOR SHALL VERIFY THE
LOCATIONS OF ALL EXISTING DRAINAGE SYSTEM ELEMENTS AND UTILITIES (BOTH UNDERGROUND AND
OVERHEAD) BEFORE ANY EXCAVATION MAY COMMENCE. THE CONTRACTOR IS ADVISED THAT (A) NOT ALL
UTILITY PROVIDERS SUBSCRIBE TO THE DIG SAFE PROGRAM, AND (B) IT IS THE CONTRACTOR'S
RESPONSIBILITY TO NOTIFY ALL POTENTIALLY AFFECTED UTILITY COMPANIES AND ENSURE THAT ALL
UTILITIES HAVE BEEN MARKED PRIOR TO THE COMMENCEMENT OF WORK. EXCAVATION SHALL BE
PERFORMED IN ACCORDANCE WITH ALL APPLICABLE STATUTES, ORDINANCES, RULES AND REGULATIONS
OF ANY MUNICIPAL, STATE OR FEDERAL AGENCY OR AUTHORITY HAVING JURISDICTION OVER THE WORK.
ANY DAMAGE TO EXISTING UTILITIES MARKED IN THE FIELD OR UNMARKED UTILITIES (AS A RESULT OF
FAILING TO CONTACT THE APPROPRIATE UTILITY COMPANY) SHALL BE REPAIRED OR REPLACED BY THE
CONTRACTOR AT NO COST TO THE OWNER.

. THE CONTRACTOR IS ADVISED THAT WORK UNDER EXISTING OVERHEAD UTILITIES IS REQUIRED, AND THAT

MINIMUM CLEARANCES SHALL BE MAINTAINED AT ALL TIMES IN ACCORDANCE WITH UTILITY COMPANY
REQUIREMENTS. THIS MAY REQUIRE SPECIAL MEANS AND METHODS IN ORDER TO PROPERLY COMPLETE
THE WORK. SHOULD THE CONTRACTOR ELECT TO RELOCATE EXISTING OVERHEAD UTILITIES, THEN THE
CONTRACTOR SHALL CONDUCT ALL COORDINATION WITH THE AFFECTED UTILITY COMPANIES AND BEAR
ALL COSTS ASSOCIATED WITH UTILITY RELOCATIONS NOT INCLUDED IN THE CONTRACT.

PRIOR TO DRAINAGE AND UTILITY CONSTRUCTION, THE CONTRACTOR IS RESPONSIBLE FOR VERIFYING THE

LOCATION (HORIZONTAL AND VERTICAL) OF ALL EXISTING PIPES AND/OR STRUCTURES WHICH ARE TO BE
CONNECTED OR REMOVED. ANY VARIATION FROM THE PLANS MUST BE BROUGHT TO THE ENGINEER'S
ATTENTION PRIOR TO DRAINAGE AND UTILITY CONSTRUCTION, WHEREUPON WORK CAN COMMENCE ONLY
UPON THE ENGINEER'S AUTHORIZATION,

. ALL EXISTING PIPE, SUBSURFACE STRUCTURES, PAVEMENTS, EXCESS EXCAVATED MATERIALS AND

MISCELLANEOUS MATERIALS REMOVED IN THE COURSE OF UTILITY WORK (INSTALLATION OF DRAINAGE,
WATER AND SEWER PIPING, ETC.) SHALL BE LEGALLY DISPOSED OF BY THE CONTRACTOR AT AN OFFSITE
LOCATION.

. WHERE UNDERGROUND UTILITY CROSSINGS ARE REQUIRED, AT LEAST TWO (2) TEST PITS SHALL BE DUG

TO DETERMINE THE LOCATION/DEPTH AND MATERIAL OF THE EXISTING UTILITY.

. UTILITY SERVICES TO EXISTING BUILDINGS AND FACILITIES SHALL BE MAINTAINED AT ALL TIMES FOR THE

DURATION OF CONSTRUCTION.

. THE CONTRACTOR SHALL ADJUST ALL UTILITY BOXES, FRAMES, AND COVERS AS REQUIRED TO MATCH

FINISH GRADE.

LEROSION AND SEDIMENT CONTROLNOTES

12.

‘SOIL EROSION AND SEDIMENTATION CONTROL MEASURES TO BE EMPLOYED ON THE PROJECT ARE
INDICATED ON THE PLANS. CONTROL MEASURES SHALL BE FURNISHED, INSTALLED, MAINTAINED FOR THE
DURATION OF CONSTRUCTION, AND SUBSEQUENTLY REMOVED, ALL IN ACCORDANCE WITH THE RIDOT
STANDARD SPECIFICATIONS, THE LATEST EDITION OF THE *RHODE ISLAND SOIL EROSION AND SEDIMENT
CONTROL HANDBOOK™ (REVISED 2014), AND ANY SITE-SPECIFIC EROSION AND SEDIMENT CONTROL /
POLLUTION PREVENTION PLAN INCLUDED IN THE CONTRACT DOCUMENTS.

ALL CLEARING, GRADING AND EARTHWORK ACTIVITIES SHALL REMAIN STRICTLY WATHIN THE LIMITS OF
DISTURBANCE (LOD) DEPICTED ON THE PLANS AND SHALL BE RESTRICTED TO ACTIVITIES NECESSARY FOR
COMPLETION OF THE WORK. THE CONTRACTOR SHALL ENSURE THAT ALL AREAS OUTSIDE THE LIMITS OF
DISTURBANCE REMAIN UNDISTURBED AND PROTECTED FROM CONSTRUGTION IMPACTS.

ALL EROSION AND SEDIMENTATION CONTROL MEASURES SHALL BE ROUTINELY INSPECTED AND
MAINTAINED IN ACCORDANCE WITH THE RIDOT STANDARD SPECIFICATIONS, THE RHODE ISLAND SOIL
EROSION AND SEDIMENT CONTROL HANDBOOK, AND THE APPLICABLE CONDITIONS OF ANY
REGULATORY/ENVIRONMENTAL PERMITS ISSUED FOR THE PROJECT.

PRIOR TO THE COMMENCEMENT OF ANY CONSTRUCTION ACTIVITIES, EROSION AND SEDIMENTATION
CONTROLS SHALL BE INSTALLED AT LOCATIONS AND AREAS SHOWN ON THE PLANS. CLEARING MAY
OCCUR PRICR TO INSTALLATION OF SUCH CONTROLS; HOWEVER NO GRUBBING, GRADING, FILLING, OR
OTHER SOIL DISTURBANCE SHALL OCCUR PRIOR TO INSTALLATION.

PERIMETER EROSION CONTROL BARRIERS (STAKED COMPOST FILTER SOCK, SILT FENCE, OR OTHER
DEVICES AS INDICATED) SHALL BE INSTALLED IN CONTINUOUS UNINTERRUPTED RUNS AT THE LOCATIONS
INDICATED ON THE PLANS AND MAINTAINED IN EFFECTIVE CONDITION UNTIL ALL DISTURBED AREAS HAVE
BEEN STABILIZED WITH VEGETATION. FOLLOWING SUCCESSFUL STABILIZATION OF DISTURBED AREAS, ALL
PERIMETER EROSION CONTROL BARRIERS SHALL BE REMOVED. PRIOR TO REMOVAL OF THE DEVICES, ALL
ACCUMULATED SEDIMENT AND DEBRIS TRAPPED BY THE BARRIERS SHALL BE REMOVED AND DISPOSED OF

LEGALLY AT A SUITABLE OFFSITE LOCATION.

THE TOE OF ANY FILL SLOPE IS TO REMAIN AT LEAST ONE (1) FOOT INSIDE OF ALL PERIMETER EROSION
CONTROL BARRIERS. UNDER NO CIRCUMSTANCES SHALL THE CONTRACTOR COVER ANY PORTION OF THE
EROSION CONTROL MEASURES WITH MATERIAL. ANY MATERIAL THAT IS PLACED ON ANY ERCSION
CONTROLS BY THE CONTRACTOR (OR ANY AGENT OF THE CONTRACTOR) SHALL BE IMMEDIATELY
REMOVED, AND ANY NECESSARY REPAIRS TO THE EROSION CONTROLS SUBSEQUENTLY IMPLEMENTED AT
NO COST TO THE OWNER.

UNTIL VEGETATIVE COVER IS ESTABLISHED AND DISTURBED AREAS ARE FULLY STABILIZED, TRAPPED
SEDIMENTS SHALL BE PERIODICALLY REMOVED FROM PERIMETER EROSION CONTROL BARRIERS. AT A
MINIMUM, MATERIAL SHALL BE REMOVED ONCE THE DEPTH OF ACCUMULATED SEDIMENT REACHES SIX (6)
INCHES OR ONE-HALF THE BARRIER HEIGHT, WHICHEVER IS LESS. ALL REMOVED MATERIAL SHALL BE
DISPOSED OF LEGALLY AT A SUITABLE OFFSITE LOCATION,

ALL MATERIAL STOCKPILES SHALL BE LOCATED WITHIN THE LIMITS OF DISTURBANCE (LOD) DEPICTED ON
THE PLANS AND SHALL BE SURROUNDED BY A SECURED PERIMETER OF COMPOST FILTER SOCK.

ALL EXISTING AND CONSTRUCTED DRAINAGE SYSTEM INLETS SHALL BE PROVIDED WITH INLET
PROTECTION DEVICES (FILTER BAGS/SILT SACKS, SANDBAGS, WATTLES, ETC.) AS INDICATED ON THE
PLANS. ALL INLET PROTECTION DEVICES SHALL BE INSTALLED, MAINTAINED, AND CLEANED FOR THE
DURATION OF CONSTRUCTION AND UNTIL ALL STORMWATER CONTROLS ARE FULLY STABILIZED AND
ONLINE, AT WHICH TIME THEY SHALL BE REMOVED.

. DURING CONSTRUCTION, THE CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTAINING DRAINAGE AND

RUNOFF FLOW DURING STORMS AND PERIODS OF RAINFALL.

. EROSION CONTROL DEVICES SHOULD BE INSPECTED WEEKLY AND AFTER RAINFALL EVENTS EXCEEDING

ONE HALF INCH (347) IN ANY 24-HOUR PERIOD. WHERE AND WHEN REQUIRED, MAINTENANCE AND REPAIRS
SHALL BE COMPLETED WITH 24 HOURS OF THE INSPECTION.

DENUDED/UNVEGETATED SLOPES SHALL NOT BE LEFT UNATTENDED OR EXPOSED FOR PERIODS IN

EXCESS

13.

14,

20.

OF 2 WEEKS OR THROUGH THE INACTIVE WINTER SEASON.

ALL DISTURBED SLOPES EITHER NEWLY CREATED OR EXPOSED PRIOR TO OCTOBER 15 SHALL BE SEEDED
OR PROTECTED BY THAT DATE FOR ANY WORK COMPLETED DURING EACH CONSTRUCTION YEAR.

TEMPORARY SURFACE STABILIZATION TREATMENTS SHALL CONSIST OF A HAY, STRAW, OR FIBER MULCH
OR PROTECTIVE COVERS SUCH AS FIBER MESH, EROSION CONTROL BLANKETS, OR OTHER MATTING. THEY
SHALL BE INCORPORATED INTO THE WORK AS WARRANTED OR AS DIRECTED BY THE ENGINEER. HAY OR
STRAW APPLICATIONS SHOULD BE IN THE AMOUNT OF 3,000-4,000 POUNDS PER ACRE (1.9-2.5 POUNDS PER
SQUARE YARD). IF NEEDED, TEMPORARY SEEDING (PROVIDED IN ACCORDANCE WITH APPLICABLE
SECTIONS OF THE STANDARD SPECIFICATIONS AND EROSION AND SEDIMENT CONTROL GUIDANCE) MAY BE

EMPLOYED TO FURTHER MINIMIZE EROSION.

. TOPSOIL SHALL HAVE A SANDY LOAM TEXTURE, FREE OF SUBSOIL, STONES, ROCKS, ROOTS, BRUSH,

REFUSE, CONSTRUCTION DEBRIS AND OTHER DELETERIOUS MATERIALS AND SHALL CONFORM TO
SUBSECTION M.18.01 OF THE RIDOT STANDARD SPECIFICATIONS.

. THE SEEDED MIX SHALL BE INOCULATED WITHIN 24 HOURS, BEFORE MIXING AND PLANTING, WITH

APPROPRIATE INOCULUM FOR EACH VARIETY.

. THE DESIGN MIX SHALL BE COMPRISED OF THE FOLLOWING AND BE APPLIED AT A SEEDING RATE OF 100

POUNDS PER ACRE:

COMPONENT
RED FESCUET70
KENTUCKY BLUEGRASS 15
COLONIAL BENTGRASS 5
PERENNIAL RYEGRASS 10

% BY WEIGHT

. THE NORMAL ACCEPTABLE SEASONAL SEEDING DATES ARE APRIL 1 - JUNE 1 AND AUGUST 15 - OCTOBER 15.

. STABILIZATION OF ONE FORM OR ANOTHER AS DESCRIBED ABOVE SHALL BE ACHIEVED WITHIN 14 DAYS OF

FINAL GRADING. PLANTING OF GRASS SHALL BE ACCOMPLISHED BY THE CONTRACTOR AS EARLY AS
POSSIBLE UPON COMPLETION OF GRADING AND CONSTRUCTION.

THE CONTRACTOR MUST REPAIR AND OR RESEED ANY AREAS THAT DO l;iOT DEVELOP WITHIN THE PERIOD
OF ONE (1) CALENDAR YEAR AND SHALL DO SO AT NO ADDITIONAL EXPENSE TO THE OWNER.

&1

1/2° CHAWFER

SHALL BE B ACCORDANCE WITH SECTION 211 OF THE RL STANDARD SPECIFICATIONS.

RHODE ISLAND DEPARTMENT OF TRANSPORTATION
CONSTRUCTION ACCESS

_—

I
I
3 PLANS. |
3 1°i"»4'—5" (ML) POSTS PERMITTED FOR PRE-FABRICATED 1
SLT FENGE. e
4. SLT FENCE SHALL BE NSTALLED BEFORE ANY GRUBERNG
OR EARTH EXCAVATION TAKES PLACE.

RHODE ISLAND DEPARTMENT OF TRANSPORTATION

“SUNDOWN ESTATES”
PRELIMINARY MAJOR SUBDIVISION
ASSESSORS PLAT 25 LOT 2
WEST GREENWICH, RHODE ISLAND

JOHN POTTER ROAD
PREPARED FOR: SUNDOWN CORPORATION
PREPARED BY: ALPHA ASSOCIATES, LTD.

J5 ROCKY HOLLOW ROAD
EAST GREENWICH, RHODE ISLAND 02818
T.401.884.8506 F.401.884.7747
SCALE: AS SHOWN FEBRUARY, 2016  SHEET 4 OF 5
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Gordon R. Archibald, Inc.
Civil and Enviranmental Engineers
Pawtucket, Rhode Istand




(A) SEE TABLE

-0

A il i VI

& A IS IS AT IS,

6" GRAVEL aom—/

MORTAR TO ADJUST DEPTH/THICKNESS

6" CRUSHED STONE
MATCH UNDISTURBED
GRADE

DATE

SEE GRADING PLAN

MORTAR TO ADJUST DEPTH/THICKNESS

TYPICAL CURB WEIR DETAIL GRANITE CURB 6 LONG

NOT TO SCALE

3:1_SLOPE

WIDTH VARIES SLOPE VARIES SEE GRADING PLAN

4" LOAM & SEED

4" LOAM & SEED

CURB WEIR,
SEE DETAIL

2' DEEP BIO RETENTION AREA

VARIES(SEE TABLE)

IYPICAL STORAGE BASIN SECTION A—A

NOT TO SCALE

a

GRANITE CURB 3’ LONG (TYP) /—4'Lmu&sEED

* HOT MIX ASPHALT

6" GRAVEL BORROW SUBBASE COURSE

DRIVEWAY PAVEMENT STRUCTURE

NOT TO SCALE

NOT TO SCALE

NOTE: BIO—RETENTION SOIL SHALL BE IN ACCORDANCE WITH THE
RHODE ISLAND STORMWATER DESIGN AND INSTALLATION STANDARDS
MANUAL SECTION F.5.2 CONSTRUCTION SPECIFICATIONS FOR
BIO—RETENTION SYSTEMS.

[ BIO-RETENTION TABLE ]
BIO-RETENTION OUTLET WEIR
BIO-RETENTION BOTTOM
BIOREN;TSN angal POC ok | et @ @D | winTH W) D) | TOF gmﬂm ELEVATION (FT) | WEIR HEIGHT (FT)
AREA (SF) (8)
1A 200 20 10 378.00 377.15 0.85
1B 50 10 5 388.00 38730 070
24 70 n 10 376.00 375.05 095
28 50 10 5 380,00 37930 070
3 210 15 14 370.00 369.15 085
4 180 18 10 364.00 363.10 0.9
5 250 2 10 35200 351.00 100
6 300 30 10 348,00 34715 0.85
A 140 28 5 NA NA NA
7B 140 28 5 NA NA NA

“SUNDOWN ESTATES”

l

Gordon R. Archibald, Inc.
Civil and Environmental Engineers
Pawtucket, Rhode Istand

[allRI  sou s siom

PRELIMINARY MAJOR SUBDIVISION
ASSESSORS PLAT 25 LOT 2
WEST GREENWICH, RHODE ISLAND

JOHN POTTER ROAD
PREPARED FOR: SUNDOWN CORPORATION
PREPARED BY: ALPHA ASSOCIATES, LID.

35 ROCKY HOLLOW ROAD

EAST GREENWICH, RHODE ISLAND 02818
1.401.884.8506 F.401.884.7747
FEBRUARY, 2016 SHEET 5 OF §




A EROECT SURVEYOR ELOGD NOTE g BEFERENCES
m%‘m %ﬂ‘w PLS 1972, D2100  ENTIRE AREA FALLS WITHIN ZONE X° PER FEMA FIRM MAP NUMBERS 1. LAND EVIDENCE BOOK 478 PAGE 37 (DEED)
4003002056,
TACXE R s o EFFECTIVE 12/3/10 AND 44003002106, EFFECTIVE 12/3/10 2 LAND EVIDENCE BOOK 490 PAGE 131 (MASTER APPROVAL)
EAST CREENMICH. RY 02616 EAST GREENWICH, R 02818 GROUND COVER NOTE
2030 T.401.884.8506
o bto ENTIRE SITE IS MODERATELY WOODED WITH DEQIDUOUS & COMIFEROUS TREES
PARCEL ZONING
FONE RPe-2 EROECT BIOLOGIST A0S
WINIUME LOT SIZE — 2 ACRES T o PABDEALL PHS, 1410 1. SITE DOES NOT FALL IN NATURAL HERITAGE AREA OR WELLHEAD PROTECTION AREA.
MIN. STREET FRONTAGE — 200’ NATURAL RESOURCE SERVICES, INC. 2. DRAINAGE DESIGN BY GORDON R. ARCHIBALD ENGINEERING, TODD RAVENELLE, PE.
MAX. LOT COVERAGE BY STRUCTURE — 15% 180 TINKHAM LANE I REFERENCE WETLAND APPLICATION #16—0158
M. YARD REQUREMENTS: PO BOX 31T
T (DEPTH, * HARRISVILLE, Ri 02830
SIDE (mm} 25 T.401.568, 7390 AP 26, LOT 2¢-2
REAR (DEPTH) - F401.568. 7490 ; N
MAX. BUILDING HEGHT 40" HISTORICAL PETER G CAREW &
CEMETERY MARY R GULFONLE
OVERALL PARCEL ARFA GORDON R._ ARCHIBALD, INC. WG o7t .
21598714 SF. TODD RAVENELLE, PE 5928 N
#9.58% ACRES = o AP 26 LOT 26—1 .
T.401. 726, 4084 N
F.401.728.1533 WANE K. &

KAD 88

BERNICE €. DURKEE

" S22 5
-?g?é"’ 3 Ww‘ra LOCUS 1"=2000"
f : ) j A7 A EXISTING WETLAND FLAG
e e =N > s : (AQ)A DEM REVISED WETLAND FLAG
r WEESr ST oo WBSIISE i} : ) 0 EXISTING UTILITY POLE
70.01" \ Faxal Sy - ® £0STNG HELL
j oaw ISTING DRILLHOLE
g @ SET DRILLHOLE
PARCEL 6 ol o= EXISTING IRON PIPE
199877 229 AC i o SET IRON ROD w/ CAP
9817 SF SUTABLE 1 o swe SET MAGNAIL
| O PROPOSED IRON ROD w/ CAP
cocooooooacooo-  EXISTING STONEWALL
——— — — ——— 50’ PERIMETER WETLAND
——— — = ———— 200" RIVERBANK WETLAND
— — — —ASSF—— —— AREA SUBJECT TO STORM FLOW
- - EXISTING EDGE OF WOODS
———— — — ————  ZONING SETBACK LINE

ARUAL MAPPIVG BY
EFASTERN TOPOGRAFPHICS
WOLFEBORO, N/—/

SCALE 17w 407 CONTOUR INTERWAL:
PHOTD DATE: 15 APR 15 (I: 6000)
COMPILATION DATE: Mdﬁw

ap 25 Lor 3 Se e e nr

/ LIFESFPAN m”” GEMENT a Xy D o
cso (ANA TS AERBAL MAFFIVNG FOR 1S INTENOED USE

(RN

Gordon R. Archibald, Inc.

Civil and Environmental Engineers

BOARD OF REGISTRATION FOR PROFESSIONAL LAND
SURVEYORS ON NOVEMBER 25 2015 AS FOLLOWS:

TYPE OF SURVEY: MEASUREMENT SPECFICATION:
COMPREHENSIVE BOUNDARY SURVEY Q4SS 7
& : DATA ACCUMBATION SURIEY. | S A
AP 25 LOT 1-10 ( = ' e =l ﬁmmmr Mﬂgg\mr%rr;cmnsmmmr
ey P & / xsse [ 1z \ piets  SEATEES oTGosew  SE7IZXW
KAREN L. MOULTON | N89S 27 33502 P ——— sarasiow 29097 il A MICHAEL . McCORMIOX PLS 1972
LE BOOK 365 PAGE 19 \ O Rf COA LS-A107
U

/
L. "SUNDOWN ESTATES”
PRELIMINARY MAJOR SUBDIVISION

RECORD PLAT
ASSESSORS PLAT 25 LOT 2

AFZ&/::L_orJ WEST GREENWICH, RHODE ISLAND
GATEWAY HEAL THCARE, INC. JOHN POTTER ROAD
e 2ot e s GRAPHIC SCALE PREPARED FOR: SUNDOWN CORPORATION

LE BOOK 25 PAGE 467

o ® 2 w0 PREPARED BY: ALPHA ASSOCIATES, LTD.
e Je— 35 ROOKY. HOLLOW ROAD

EAST GREENWICH, RHODE ISLAND 02818
1 ineh = 100 ft. 1.401.884.8506 F.401.884.7747
SCALE: 1"=100 JMLY, 2016 SHEET 1 OF 1
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